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FICHA TECNICA DE Thorplas - white

Thorplas - white, es un termopldstico de ingenieria disefiado para usos en la industria alimentaria, tiene
certificaciones para su uso en alimentos y agua potable por lo cual es ideal para la industria de manufactura y
empaque.

Dentro de las principales caracteristicas se tiene su alta resistencia a la carga, es auto lubricado y tiene buena
resistencia a los quimicos, logrando con esto un alto rendimiento en aplicaciones donde se desee eliminar el
uso de la grasa o lubricantes.

Aplicaciones mads frecuentes:

Sector Marino: Parque de pesca de buques atuneros, sistemas de agua de yates

Sector Industrial: Bocines de chumaceras, rodillos, guias de cortadoras y otras aplicaciones en reemplazo del
bronce u otros materiales lubricados, para evitar el contacto de los productos alimenticios con la grasa o
residuos.

*Para otras aplicaciones consulte con su asesor de INRIOCH S.A.

Caracteristicas:

e Maxima Presion de Trabajo:45 MPa (6527 psi)
e Resistencia al impacto: 40 J/m
e Maxima temperatura de trabajo: 80°C lubricado/110°
seco
e Certificaciones de grado alimenticio
e Buena resistencia a la abrasion
Certified to e Buena resistencia a los quimicos
NSFANSICANST | o  Minima absorcién de agua
Cortified to Elimina el uso de aceite y grasa
NSF/ANSI 51 e Reduce costos de mantenimiento
e Reduce riesgo de contaminacién
e Resistente y confiable
e Baja friccion
e 100% maquinable, no es toxico.

La Instalacidn de los bocines es sencilla y rdpida ya que se puede realizar mediante interferencia a presion, o
interferencia en frio (hielo seco), en diadmetros desde %" hasta 20”.

El Thorplas - white viene en multiples presentaciones, Tubo, platinas, Barra sélida, Planchas y Rollo de cintas
en formatos estdndares o en medidas especiales.
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Lubricacion/ Grado Thordon Recomendado

Presion de Operacion % % %k Kk * % %k * Kk

Seco (sellado o con abrasivos minimos)

0-10 MPa (0-1450 psi) XL ThorPlas®

10-15 MPa (1450-2175 psi) HPSXL ThorPlas®

15-31 MPa (2175-4500 psi) HPSXL TRAXL ThorPlas®

31-55 MPa (4500-8000 psi) HPSXL TRAXL

TABLA DE PROPIEDADES FiSICAS:

Property Unit of Measure Valuve
Specific Gravity - 1.40
Hardness
(ASTM D2240) oD i
Ultimate Tensile Strength .
(ASTM D638) MPa (psi) 66 (9,600)
Elongation at Break % ~10
Tensile Modulus of Elasticity .
(ASTM D638) MPa (psi) 2,930 (425,000
Compressive Strength y
(ASTM D695) MPa (psi) >400 (58,000)
Compressive Stress at Yield (2% offset) :
(ASTM D695) MPa (psi) 91 (13,200)
Compressive Young's Modulus of Elasticity :
(ASTM D695) MPa (psi) 3,280 (476,000)
Notched Impact Resistance .
(ASTM D256) J/m (ftIb/in.) 40 (0.75)
Coefficient of Friction

Dry (ASTM D3702) 0.27MPa or 40psi - 0.15-0.30

Dry (>200 bar or>3000psi) - ~0.1
Wet (>200 bar or>3000psi) - 0.10-0.17

Abrasive Wear (Rotary Drum Dry Abrasion) 33 =
(ASTM D5963) mm? (in.?) 200 (0.012)
Thermal Conductivity W/m-k (Btu/hr-ft.F) ~0.25 (~0.14)
Coefficient of Thermal Expansion cm/cm/°C (-20°Cto 100°C) | 4.6x10-% (2.6x10-)
(ASTM D696 modified) (in/in/°F) (-4°F to 212°F)
Absorption % in Water (22°C) 24-hr Vol % <0.05
(ASTM D570) Long-term Vol % <0.15
Melting Temperature 2GI{SE) > 250 (> 480)
Operating Temperatures - Min. / | Dry °C(°F) -50/110 (-58/230)
Max. Wet °C (°F) -10/80 (14/176)
Note: Properties are typical values, unless otherwise noted, and may be altered ro some exrent by processing conditions.
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TABLA DE RESISTENCIA A QUIMICOS:

Chemical/Fluid Thotlas® 100000 Ghemical i ThorPlos? ~ JHordon.
Salt solutions (Aq.) A A Hydrocarbon/fuels A A-D
Ammonium chloride A A " Aromatic hydrocarbons A D
Calcium chloride A A-B Benzene A D
Cupric chloride A A Toluene A D
| Magnesium chloride A A Xylene A D
Potassium chloride A A Aliphatic - gasoline, grease A A-B
Sodium chloride A A-B Lubricating oils (petroleum) A B
Weak acids (Aq.) A-B B-D Liquid propane gas A B-C
Acetic acid B D Chlorinated Solvents c-D D
Benzoic acid A D _Ethylene Chloride C D
Boric acid A A-B Chloroform € D
Carbonic acid A A Alcohols A D
Chromic acid A D Ethanol A D
PCiIric acid A A “Methanol A D
Formic acid, 5% A D Isopropyl alcohol A D
Lactic acid A B-D Ketones A-B D
Strong acids A-C B-D v Methyl ethyl ketone A D
Hydrochloric, 10% C B Acetone B D
Nitric acid, 0.1% A C Ethers A D
Phosphoric acid, 3% A A Diethyl ether A D
Sulphuric, 5% A B-C Isopropyl ether A B
Sulphuric, concentrated c D Esters A D
Weak bases A-B A-C Ethyl acetate A D
Ammonia 10% Aq. A A Methyl acetate A D
Magnesium hydroxide, 10% B C Freon 12 A A-C
Potassium carbonate A B Detergents, Organic A B-D
Sodium carbonate A B Castor oil A A-B
Triethanolamine B B-D Silicone fluids A A
Strong bases Cc-D B Vegetable Oils A A-B
Potassium hydroxide, 10% & B
Sodium hydroxide, 10% C B
Oxidizing agents A B-C
Hydrogen peroxide, 1-3% A B
Chromic acid A (&

A: Excellent-No Affect;  B: Good-Llittle Affect;  C: Fair-Moderate Affect;  D: Unacceptable
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